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X The above numbered solicitation is amended as set forth in Item 14. The hour and date specified for receipt of Offers XJis extended.  __is not extended.
Offers must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended, by one of the following methods: (a) By completing
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®) A. THIS CHANGE ORDER IS ISSUED PURSUANT TO: (Specify authority) THE CHANGES SET FORTH IN ITEM 14 ARE MADE IN THE CONTRACT
ORDER NO. IN ITEM 10A.
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14. DESCRIPTION OF AMENDMENT/MODIFICATION (Organized by UCF section headings, including solicitation/contract subject matter where feasible.)

This Anendnment |ists all questions received for this solicitation and answers those
guestions and extends the hour and date specified for receipt of Offers to COctober 6, 2003
at 2:00 p.m (EST).

Questions and Answers:
QL. Cross Section 4 and 5 on the drawi ngs require the subgrade under the gravel to be

conpacted 4 tinmes with a wal k behind vibratory conpactor. Page 12 Paragraph 3. 06
Conpaction Requirenents states "Conpact the top 12-inch of existing subgrade and each |ayer

of fill or backfill to a mninmumof 98 percent nodified proctor . . . " What is correct
for the subgrade?
Cont i nued
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Al. Once existing stone and subgrade soils are
removed to a depth sufficient to place 6 inches
of three-quarter inch (3/4 inch) stone beneath
areas to be paved, subgrade soils shall be
conpacted four tinmes with a wal k-behind vibratory
conpactor. Follow ng subgrade conpaction, instal
the Mrafi 500X Geotextile fabric and
three-quarter inch (3/4 inch) stone. Conpact
three-quarter inch (3/4 inch) stone four tinmes
with a wal k- behi nd vi bratory conpact or

@. Plans and specifications require renoval of
existing three-quarter inch (3/4 inch) stone and
subgrade soil and placing themin separate
stockpiles. Can the three-quarter inch (3/4inch)
stone be reused or is new material required for
the 6 inch lift to be placed in the building?

A2. Existing three-quarter inch (3/4 inch) stone
and subgrade soils shall be renpved to the depth
required for installation of stone neeting the
requi renments of Specification Section 02200
paragraph 2.01 D and asphalt pavenent as
specified in Specification Section 02510 and as
shown on drawing No. A-1. Stone and subgrade
soils renmoved fromBuilding No. 1 shall be
stockpiled in a location not nmore than 200 ft.
fromBuilding No. 1 as identified by the owner of
MIIwork West. The stone and naterials renoved
may not be reused.

@B. Page 21 Paragraph 1.05 Qualifications/
Speci al Requirenents reads "A contractor with

m nimum 5 years of pavenent installation
experience for asphalt road and hi ghway surfaces
shall install floor pavenent. |Is this

requi renent for the first doing the work or can
this be considered for the person superintending
t he wor k?

A3. The Contractor's superintendent nust have a
m ni rum of 5 years of hi ghway and roadway pavi ng
experi ence.

4. Page 16 Paragraph 1.06B under Construction
Control requires all construction control be
performed by a Professional Land Surveyor or
Prof essi onal Engineer. Wth the minor amount of
control required is this requirement going to be
Continued ...
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adhered to?

A4. The contractor may set the pressure treated
6" x 6" tinbers around the perineter of the area
to be paved using a laser, level or other
instrument typically used to set grades on a
construction project. Prior to installation of
asphalt pavenent, Contractor shall, at its
expense, retain a professional engineer or

regi stered | and surveyor to check the tinbers for
uniformtop el evations throughout the building

b. The drawings call for a three-quarter inch
(3/4 inch) prenolded joint filler with seal ant.
Coul d not find a specification covering this
materi al .

A5. Prenolded joint filler shall be
sel f-expandi ng cork conform ng to ASTM D1752

Type 111, by AC. Horn, Inc.; Tams |ndustries of
Kirkland, IL; WR Meadows, Hanpshire, IL; or
equal .

Q6 The drawings call for 6x6 pressure treated
wood tinmber. Cannot find a specification
covering this material.

A6. 6 inch by 6 inch (6" x 6") tinmbers shall be
pressure treated with "OGsnbse K-33" (chronated
copper arsenate) neeting AWPA Standard P-5 and
Federal Specification TT-W550-Type I, applied
in accordance with AWPA Standards Cl1 and Cl4.

M nimumretention of preservative shall be 0.50

I bs. per cubic foot. Tinbers shall be free of
shakes, excessive checking and other structurally
weakeni ng defects. No unnecessary cutting of

treated tinber will be allowed after treatnent
and all tinbers whose surfaces have been danmmged
by cutting or drilling shall be field treated

with a preservative solution in accordance with
AWPA St andard M4

Q7. The plans and specifications call for the

pl acement of a binder course and a top course of
asphalt pavenent. Each course has a different
aggregate gradation. Can the aggregate gradation
for the top course be used in both courses?

A7. Binder course and top course asphalt m x
shall be at the aggregate gradations specified.
Continued ...
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B. At the site visit it was stated that the
CGovernnent woul d perform acceptance testing of
the asphalt, including taking of and testing of a
core sanple. Paragraph 11 on page 7 states that
the contractor shall take the core sanple and
provide the results of the testing to the

CGover nnent .

A8. 8. The CGovernnent will take a core sanple of
the asphalt pavenent from an unobtrusive | ocation
for acceptance testing (95% of Maxi num
Theoretical Density, R CE analysis, as determ ned
by ASTM D 2041) follow ng conpletion of the

pavi ng. The Contractor may, at Contractor's
expense, take in-place density tests of the
asphalt pavenent as the work progresses to assure
hi nsel f that the conpaction and rolling equi pnent
i s adequate and achi eving the specified asphalt
pavenent density.
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